
 

PT. Marine Propulsion Solutions 

Deck Mounted Hybrid Electric Rudder Propeller Drives 

BASIC DECK MOUNT RUDDER PROPELLER DRIVES - SPECIFICATIONS 
Model Power System 

Voltage 
Prop 
rpm 

Prop Dia 
mm 

Developed Thrust Lift 
Option 

Height 
Adjust 
Option 

Kw Hp Kgs-F Lbs-F 

MRP4075E 75 100   
400/440 

& 690 Vac 
Options 

 
50/60 Hz 

950 650 1,182 2,600  
 
 
 

Yes 

No 

MPP4150E 150 201 700 875 2,375 5,225 No 

MRP4200E 200 268 575 1075 3,167 6,970  
 

Yes 
MRP4350E 350 469 525 1200 5,540 12,190 

MRP4500E 500 670 450 1400 7,920 17,420 

MRP4750E 750 1005 375 1650 11,875 26,130 

MRP41000E 1000 1340 350 1700 15,835 34,840 

MRP41200E 1200 1608 325 1850 18,830 41,810 

MRP41500E 1500 2010 280 2100 23,755 52,260 

Note: Nozzle Options Available                                                                     www.marinepropulsionsolutions.com 

 

Scope of Supply: 

 Electric Rudder Propeller Drive (Full Azimuthing) 

 Generator Sets 

 Variable Frequency Drives (VFD’s) 

 Main Switch Boards 

 Power Management Systems (MPS) 

 Full Bridge Controls 

 Using New Permanent Magnet Motor Technology 

 

Electronic 

Control Module 

Single Gen -Set Option 

Multiple Gen-Set Options 

Position 
Feedback 

Power Module & 
Termination 

400/440 & 690Vac Options 

VFD 

Fully Azimuthing & Retractable 

Document MPS4000E Series 2017 

http://www.marinepropulsionsolutions.com/

